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By R u s s e l l  N. H o p k o ,  Robert 0. Piland, 
and James R. H a l l  

A procedure based on the  transonic  mea rule has been used t o  desi- 
8 four-nacelle  delta-wing  airplane  configuration. A flight test of a 
model of the  configuration showed a zero-lif t   transonic drag rise of 
0.010 which, when cnmpared w i t h  estimates, indicated the absence  of 
adverse  interference  effects. A body of revolution having the  same longi- 
tudinal dis t r ibut ion of cross-sectional area as the  configuratfon was 
also f l igh t   t es ted  snd its m e a s u r e d  transonic drag rise agreed w i t h  that 
of the  configuration,  thereby  confirming the va l id i ty  of the  transonic 
drag rule for a caplex aircraft   configuration. 

The development of high-speed aircraft has been hampered by the  high 
pressure drag encountered at transonic and supersonic speeds. In many 
cases  these  high  drag  levels are not   the  resul t  of poorly  designed can- 
ponents,  but  rather the r e su l t  of adverse  interference  effects  created 
when the  cmponents are canbined i n  a configuration. In  an attempt t o  
resolve the problem, recourse M a  been made t o  the  transonic mea r u l e  
of reference 1. The rule states that near the speed of sound the zero- 
l i f t  drag rise of a wing-body configuration usually should be mainly 
dependent on the axial d is t r ibu t ion  of  cross-sectional axeas normal t o  
the airstream. 

References 1 and 2 present  results of investigations which ver i fy  
the  area rule for cer ta in  wing-body combinations. The purpose of the 
present  investigation is t o  extend  the use of the area rule t o   t h e   d e s i m  
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of  a law-drag four-nacelle airplane configuration and i n  so doing t o  con- 
firm the va l id i ty  of the  rule   for  more canplex  configurations. 

This paper  presents the method used in  designing the aforementioned 
aircraf t  and the r e su l t s  of drag  tes ts  of the  configuration and the 
equivalent body of revolution. These r e su l t s  were obtained from rocket 
tests of the  configuration over a Mach number range of 0.8 t o  1.35, 
corresponding t o  a Reynolds number range of 6 X 106 t o  20 X 106 based on 
the wing m e a s  aerodynamic chord, and helium gun t e s t s  of a 1/5.5-scale 
equivalent body of revolution between Mach nlmibers of 0.8 and 1.27, 
corresponding t o  a Reynolds number range of 6 X 106 t o  9 X 106 based on 
body length. The t e s t s  were conducted a t   t h e  Langley Pi lot less   Aircraf t  
Research S ta t ion   a t  Wallops Island, Va. 

DESIGN PROCEDURE 

As mentfoned i n  the  introduction, the transonic  area  rule  states I 

that the transonic  drag rise of a configuration is mainly dependent upon 
i t s  longitudinal  distribution of cross-sectional  area. It w-as reasoned, 
therefore, that if an airplane  configuration were designed having the 
same dis t r ibut ion of cross-sectional  area as a body of revolution, it 
should have practically  the same pressure  drag near a Mach  number of 1 
as the body. It was also  believed that the good longitudinal  distribu- 
t ion of area of the  airplane  should be derived from well-designed com- 
ponents; that is, the  rule  would tend t o  break dam if the components 
a re  of a shape that w i l l  cause boundary-layer separation. A parabolic 
body of f ineness   ra t io  9, known t o  have low drag on the  basis of previous 
f ree- f l igh t   t es t s   ( re f .  3 and some unpublished data) and theoret ical  
calculations, was aelected. The body contour is shown in   f igure 1 w i t h  
i ts defining  equation and i ts  area  distribution. The area  distributions 
of the w i n g ,  engines, and ve r t i ca l  tails were calculated. These com- 
ponents were selected as typical  of an   a i rc raf t  of this type. By super- 
imposing the  area  distribution of the components on the area dist r ibut ion 
of f igure 1 a fuselage may be defined.  In order t o  keep the  selected 
components fair it was necessary t o  depart somewhat from the  desired area 

. distribution. The area dist r ibut ion of the configuration is sham i n  f ig -  
ure 2(a). The area  distribution and the  equivalent body of revolution of 
the  configuration i n  nondimensional form are compared with the  basic 
parabolic body in figure  2(b).  

b 

CONFIGZIRATIONS AND TESTS 

The airplane  configuration (model 1) is  shown in  f igure 3 .  Photo- I 

graphs of the model are  presented as figure 4. The  made1 was of composite 
c 
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mamesium-wood construction with the  nacelles made of Fiberglas-Paraplex 
laminate. Model 2 (fig. 3) is  a l/5.5-scale  equivalent body of revolu- 
t ion  of model 1. ( A  photograph of the model i s  shown as   f ig .  6. ) The 
cross-sectional  area of the s tab i l iz ing   f ins  was subtracted from tha t  of 
the body. The  model was constructed of aluminum alloy. 

Model 1 was rocket boosted and Model 2 was catapulted  to  Mch nun- 
bers of 1.35 and 1.27, respectively. During the coasting  period that 
followed,  velocity and flight-path data for the rocket model were 
obtained by  means of radar. These data w e r e  reduced to  values of drag 
coefficient and Mach  number by techniques  described  in  reference 4. 
Corrections t o   t h e  data were made for  the effects gf winds a t  a l t i tude .  
The variation of Reynolds number w i t h  Mach n u b e r  is shown i n  figure 7. 
The to ta l   e r rors   a re   es t imated   to  be within the following limits: 

Mach number, M . . . . . . . . . . . . . . . . . . . . . . . .  kO.01 

Drag coefficient,  CD . . . . . . . . . . . . . . . . . . . . .  ~O.OOI 

RESULTS AND DISCUSSION 

The drag a t  low l i f t  of the  aircraft   configuration is shown in   f ig -  
ure 8 ( a )  with an estimate of the internal  drag of the four  nacelles. 
Sham a lso  is an estimate of the  drag  of  the  configuration  obtained by 
summing the estimated dregs of the  individual components. The rather  
low pressure  drag  rise of 0.010 is gratifying in i t s e l f ;  the coanparison 
of the estimated and measured drag, however,  seems t o  be of even more 
import, the implication  being that adverse interference ef fec ts  may be 
minimized by u t i l i z ing  a re la t ive ly  almple design  procedure  based on the 
area-rule  concept. 

Figure 8(b) presents the measured zero-lif t   drag of the body of 
revolution  (fig. 6 )  having  the same longitudinal  distribution of area as 
the aircraft  configuration.  Figure 9 presents a capa r i son  of the pres- 
sure drag increment of this body and the aircraft   configuration with a 
Mach number of 0.9 selected as the  drag-rise  Wch number. The agreement 
shows the  val idi ty  of the  area  rule when appl ied   to  rather complex con- 

. figurations.  

Cmparison of the  pressure drag rise of the parabolic body (fig. l), 
estimated from data presented i n  references 3 and 5 aad from same unpub- 
lished data, and the equivalent bcdy of the aircraft   configuration shows 
appreciable  difference  (fig. 9 ) .  This difference may be  a t t r ibuted  to  
differences  in the longitudinal area dis t r ibut ion  as  sham in figure 2 
and emphasizes the need t o  have the area dis t r ibut ion of the configuration 
match that of the  basic body closely. 

I 
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CONCLUDING REMARXS 

NACA RM L53E29 

The transonic area ru le  has been  used i n  an attempt t o  design a 
four-nacelle  aircraft  configuration  having low transonic and supersonic 
pressure drag. Models of the  configuration and its equivalent body of 
revolution were flight tested.  The following conclusions were drawn 
from t he   t e s t s  which were a t  low 153%: 

1. By using a simple  design  procedure based on the transonic area 
rule ,   ra ther  complex aircraft  configurations  having low transonic and 
supersonic pressure drags may be designed. For the  configuration 
designed  during t h i s  investigation a drag   r i se  of 0.01 was measured. 

2. The transonic area concept  applies  to  rather complex conflgu- 
rations as is sham by the agreement  between the  pressure drag of the 
configuration and its equivalent body of revolution. 

3 .  Relatively small deviations f’rm an optimum dis t r ibut ion may 
result   in  significant  increases  in  pressure drag rise. 

. 

Langley Aeronautical  Laboratory, 
National Advisory Committee for  Aeronautics, 

Langley Field, Va., May 13, 1953. 
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Figure 1.- Full-scale parabolic body. 
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(a) Dimensional. 

Figure 2.- Longitudinal area distribution. 
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(b) Nondimensional 

Figure 2.- Concluded. 
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(a) plan view. 

Figure 4 .- Model 1. 
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(b) Side view. 

Figure -4. - Continued. 
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(c) Model and booster on launcher. 

Figure 4 .- Concluded. 
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Figure 5.- General arrangement of model 2. dimensions In inches. 
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Figure 6.- Model 2. 
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Figure 7.- Variation of  Reynolds number with Mach  nuniber based sn wing 
mean aerodynamic chord (model 1) and body length (model 2 ) .  
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(b) Model 2. 

Figure 8.- Variation of drag coefficient, based on wing area of airplane, 
with  Mach number. 
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Figure 9.- Varintion o f  pressure-drag increment with Mach number for 
models 1 and 2 and the parabolic bcdy . 
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